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MSP 365 N1 /N2 100 HOUR - PRE-INSPECTION CHECKS Page 2

(*) During Ground Run/Shut-Down Rev. 10/16/07
l REFERENCE DESCRIPTION Mech Insp
ATA
’ J MSP Requirement Pre-Insp - Clean as necessary Ground Run for leak check
* Ground run preceded with ventilation
* At the beginning of ground run Ck for very dense oil mist in the
Rear Bearing air vent pipe or issuing of white smoke at the
exhaust pipe outlet
* 72-43-10-280-801-A01 Pre-Mod Engines: TU274,TU281,TU283,TU284:
( for clogging) - Rear Bearing Clogging cond, Check: Record results,
#1 ml, #2 ml and compare with previous
results: #1 ml, #2 .
72-61-00-210-805-A01 - Inspection & check of the strainer of the oil return pipe of the
(For inspection & cleaning) rear bearing,
73 73-21-00-200-802-A01 Check for leak check of the deceleration contro! unit
73-21-00-820-801-A01 Check Fuel Ctr] Unit Characteristics
Pre TU 183: 200 hrs interval | NOTE: Use 1C1 / 1C2 Charts upon version.
Post TU183:500 hrs interval Pre-Mod Every 200 Hr A/C Time
Post-Mod Every 500 Hr A/C Time [
OIL / FUEL INTERVALS 100 HR Inspection
DESCRIPTION REFERENCE MECHANIC INSPECTOR
] 1 2 1 2
A/C Fuel System MSP Requirement
(] Fuel Boost pump ON: Sample Fuel from A/C filter If any, See SPM:
drain into a clear container & observe for 20.08.06.101
contamination 20.08.06.401
] Every 200 hr A/C Time: Replace A/C fuel filter MSP Requirement
element Maint.Manual ATA Generated
28.00
XXXXXXXX XXXXE(XXX




MSP  365N1/N2 100 HOUR - INSPECTION Page 3
Oil/Fuel Intervals (Continued) Rev. 1/4/07
DESCRIPTION REFERENCE MECHANIC J INSPECTOR
M.G.B. o
. Oil filter Check 63.20.00.602 parag4
. Magnetic Plug check for metal particles 12.00.00.601 Ny
A Elct chip detector Short electrode check 365MMS of STC -
chip light, burn test wire 12.00.00.601
. S.O.AP. sample (within 15 mins.) SPM 20.08.02.601
. Check oil level-fill as necessary 05.22.00.601

Main Rotor Mast

. Magnetic plug check 12.00.00.601
. Swashplate Bearing 12.00.00.313
* Post Mod: 62B42 // 62B43 Lube
(without disassembling) by injecting
40 grams grease while rotating the
star.
Tail Gearbox
. Magnetic plug check 12.00.00.601
. Elct mag.plug/chip detect: Short electrode | 365MMS of STC
check chip light, burn test wire 12.00.00.601& SB 05.00.54par2B.2
. S.0.A.P. sample (within 15 mins.) SPM 20.08.02.601]
. Check oil level - fill as necessary & ck 05.22.00.601
correct locking of filler plug (absence of
red zone)
1yd. Sys. MSP Requirement
. Replace 3 microns hyd. filter

Engines: Mag Plug-metal particles :
. Oil tank

. Elect chip detector: Short electrode
check chip light, burn test wire

. Accessory & Reduction box for metal
particles: Inspection & cleaning

. S.0.A.P. sample (within [S mins.)

. Check oil level - fill as necessary & ck

filler cap (painted red zone visible)

Every 200 hr A/C Time:
. M/R blade pins lube

12.00.00.601
365MMS of STC

72-61-00-900-805-A01

72-15-00-900-801-A01
71-02-08-280-801-A01

62.10.00.401]

[
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Page 4 Rev. 12/15/06

MSP  365N1/N2 100 HOUR - INSPECTION
ATA REFERENCE DESCRIPTION MECH INSP
05 05.21.00.603 C/W checks of the last flight of the day and the daily check
05.22.00.301 per maint. Work cards
05.22.00.601 Prepare Lists of:
. defects indicated on A/C log
. assys.& equip. items approaching TBO/SLL.
3 . Temporary checks per Maint. Program Manuals
. mods. to be carried out (SB’s) or AD’s
. assies to be drained per Maint. Program Manuals
. equip. items requiring special checks per Maint.
Program Manuals XXXX
05.22.00.601 Preliminary Steps: »
. remove or open cowl & fairings Sk
21 21-50-31-601 Air-Conditioning Sys. - Visually Check:
21-50-33-601 . compressor & mount cond. & security
(Freon Air . drive belt cond,alignment & proper tension
Conditioner) . accessible lines & wiring for cond, chaffing &
*21.50.31.602 proper clamping
(Belt) . condenser fan: obstruction & cleanliness
. condenser & evaporator fan for operation
24 05.22.00.601 Elect. Pwr. & Gen. System
. inspect elect. Master box: condition, security, /
MSP Requirement conpnections & cables /l/ '/’7L ~ /'%
. A/C battery: Remove battery for deep cycle & ck 3
mount for cracks
. reinstall A/C battery
25 SX-16 “NIGHTSUN” Nightsun System - Check:
R I/A/W Spectrolab . lower assembly for cracks in the azimuth gearbox &
o Insp.&Maint.Schedule plate, the gimble assy &structure
Requirements and . operation of positioning motors gearboxes and light
M.C 33.45.03.601 . security of attaching hardware & stowe light
assembly
Spectro Lab . Inspect gimble arm in area of rivets
SL 0899-01A * Complete 100 hr insp. per Spectrolab Sched
Flir System - Check:
Aerospatiale . flir mount system & electrical connector for cond,
“FLIR” Handout security & safety
. that mount positions properly & without binding or
chattering
. the thermal imaging system takes no more than 3 1/2
minutes to reach operating speed & produce a raster
on the monitor screen
D-LOKHook LSC#410-K D-LOK hoist Hook and latch gate assembly: Inspect ,clean, ,
Certificate of Performance | lubricate and maintain per LSC Certificate of Performance A
EMS STC 644NE C'W 3 months periodic inspection as per document, XXXXXXNX | XXXXXX
Document # 8325-060 Computer | Generate
parag. 3.3 d
26 05.22.00.601 Eng. Fire Extinguisher System - Check
. correct pressure #1 —_
(use chart) #2 I




MSP 365 NI/N2 100 HOUR - INSPECTION Rev. [1/13/07 Page 5
ATA  REFERENCE  DESCRIPTION

Mech. Insp.
29 2010.01.601 Hydraulic Power System - Inspection:
Cabin Roof: hyd. reservoirs: filler caps, hoses, vent hole,
05.22.00.601 leakage, level
Transmission Deck: hyd. pumps, L/H & R/H regulators
- manifolds, leakage, elect.connectors & wiring, L/H & R/H
’ distribution maniflods on MGB, hoses & pipes,
4 clogging indicators Post-Mod 07-29B33
elect. Connectors & wires
In Baggage Compartment: tail servocontrol manifolds,
electrical connectors & wiring, bulkhead connectors, rigid
pipes & hoses, standby hyd. tank, security, leakage
IT aircraft fitted | On tail boom: Rigid pipes, bulkhead connectors, solenoid
valve anti-torque rotor servo clrl manifold unit,
32 05.22.00.601 Landing Gear Sys. - Check
. cond., attachment, strut actuator & shock absorber
leakage, charging cond., tire rim slippage marks,
break unit sealing, attachment & ground contact
static discharges
MSP Requirement . Nose Wheel - Castor Locking Mechanism
. clean (minerals spirit) DO NOT SOAK lightly lube
with WD40 & check that mechanism moves freely
34 05.22.06.601 Air Data System:
. push in valves on pitot & static systems: allow water
to drain
. inspect distributors, manifolds lines, couplings, &
press. ports
52 MSP Requirements A/C Doors: check for free operation & locking system from
52.10.00.602 inside A/C
N2 Sliding Doors & N1 Fitted with Large Sliding Doors:
52.91.02.60] prg 2.3 Check on lower rail & door and record dimensions: “X”
(SL 1238) B¢ v
pre2.4 & prg 3 Final steps & Operational Checks
53 53-50-00-601(SL16i5s ALFy | Fuselage. Check MGB Cowling Attachments: Inspection
of the locks and hinges
53.50.00.601 AFT Removable Cowlings - Heat Shields Check
MSP Requirement Vertical Stabilizer: Visual and tactile inspection of the
upper tip cap-fairing
25degre frame-upper attach area: Perform
visual inspection for cracking of the doublers
Alert 5.B 05.00.55 Upper Fin On the Fenestron: Fittings Attaching
{ dated 9/28/07) . Check .
Md“di(_?[:\! 0 hrs-interval I.Inspect step for security of installation and mount bolt
337 Form for Mount . safety wire for sepurﬁy ' ‘
block & pilots footstep 2.Inspect left and right hand cockpit lower side aft
fairing bolts for security of attachment.
3.Inspect left and right hand cockpit lower side aft
fairing attach clips and nutplates for security of
installation and
damage (removal not required)
35 S3.10.00.601 Stabilizer : Check the Skin on the Horizontal Stabilizer
) pressure face and Repair as per SB/ Work Card.
55.20.00.601(Pre-Mod) Outhoard Fin - Attachment bolt : Readjust the tightening
torque load. NO longer required if Post-Mod.55B18 &

| L J 55B20 per SB 55.00.05




Rev. 8/25/08 Page 6

MSP NI1/N2 100 HOUR - INSPECTION
ATA REFERENCE DESCRIPTION J MECHJ INSP.
62 05.22.00.601 Main Blades - Check: General cond. of outer skins, tabs,
protective jumper (visual check separation scratches, cracks,
distortion)
62.10.00.601 para 3.7 -Stainless steel leading:Bonding check(tapping method)
. Blades tip cap bonding ck
05.22.00.601 Pitch change Rods:
. carry out a visual & tactile check of radial play
05.22.00.601 Frequency Adapters - Check for absence of local separation
62.20.22.00.601 or cracks over the full surface of elastomer base (generally on
lateral surface)
Spherical Thrust Brgs. - Check:
. for blisters (generally occurring on upper section
close to rear structure & detectably by feeling with
fingers before being visible)
Alert SB 05.00.51 Rev.3 Starflex Arms
parag. 2.B Static Observation - Check:
. Bushes : Visual inspection of the adhesive bead
. and absence of continuous crazing or cracks of paint, :
05.22.00.60] absence of delamination on Starflex Star Arm ends ]
Swashplate - Check that:
. No grease runs at the swashplate
. No change in color or scaling of the paint of star arms
& touch the star to ensure that its temp. is normal
Main Rotor Head - Check: o
. attachment of flange & searing of sleeve bonding
braids
. No cracks on blade horn
. effective operation of return springs of anti-cone
stops & No abnormal play or buckling of pitch
%Mg change rods
L . attch. of swashplate deflector
. No abnormal play on torque links attachment of
hinges of friction rings & no cracks on rotor-fairing
62.20.00.601 Self-aligning Brgs Check:
. for damaged teflon coated fabric or excessive play.
Post-Mod 6201
Self Lubricating ball joints.
parg. B3 . Visual inspection & ck for radial play joint/bushing
Post-Mod 62B13 assy.
62.20.00.601 Star Center Section & inside recesses:
Star-Not Repaired/Repaired - Absence of:
. delamination on center section upper & lower flanges
. vertical cracks in spherical bearing recesses resin
. delamination in center section outer radius between
arms
NOTE: parg B1.1/B1.2 for corrective actions. P L
. Inspect the inside of the 4 recesses on the leading .
edge (defect H) and the star lower surface (defect L)
Telex SB 03.00.50 Main Rotor Rotating Star: Check for Absence of Crack per

SB.




MSP 365 N1 /N2 100 HOUR - INSPECTION Page 7 Rev. 12/15/06

ATA | REFERENCE DESCRIPTION MECH. | INSP.
63 05.22.00.601 MGB and Rotor Brake - Check:
. for wear & signs of overheating; visually examine
the brake disc & check that no friction exists
between the disc & brake pad
. flexible mounting plate & bar for cond., security,
cleanliness, absence of contact with M.G.B. base or
with transmission deck
MGB to Engines: Flexible Coupling - check for:
63.10.00.601 . No cracks. No separation>Imm & for presence of
Maint D. locking pins: MGB side
TU 248 . Eng. Couplings Visual check via the insp. holes:
absence of cracks & NO fretting or breakage of
screws ]
63.10.00.601 Gimble joints Pins: No cracks, corrosion. Examine wear & H’ﬂ o b
05.22.00.601 lube per Work Card (as per Pre-or-Post-Mod 63B53) e S
MGB Bars - Check:
. gen. cond. of suspension assy, remove traces of
05.22.00.601 corrosion
. fitting, ball & mount, attachment hardware (locking
elements in place)
MGB-Eng. Oil Cooling Sys:
63.30.00.601 . Leakage, foreign matter in air intake; radiator
condition, attachment & leakage; condition of air
intake duct clamps
Roving Bars - Check:
63.30.00.601 . bars (attachment on flexible mounting plate, for
distortion)
. for bond separation on reinforcing block
Laminated Stops - Check:
. for bonding separation or deep cracks (measure
depth with 0.05 mm thick feeler gauge) &
. that rubber tab does not protrude from lateral surface
of laminated area
MGB Support Diagonal/suspension Cross-Bar:
Pre-Mod 07-63B80 Inspection
AD 2004-16-15R1 MGB Base Plate Check for absence of cracks
Within 55 hrs
SL 1603-63-03 MGB - Fixed Ring Gear of the Epicyclic Reduction Module:
ALF Check Check for Crack: No leak is acceptable and this area shall
be kept clean
63.20.00.608
AD 2005-03-09 Every S0 hrs | njGRB: Planet Gear Carrier Boroscope inspection
64 Upon Version 10 rotor blades Quiet Fenestron assy: 1{ installed. refer to Maint.

05.22.00.601

64.10.01.601

64.21.00/01.601

Program manual for M. Work Cards references/MSP inspectionChart

Tail Rotor Hub-
. remove access cover, using cotton wool moistened

with BALTANE, clean each blade: junction area of
bush barrel attachment at the base of the flange of
the blade
. clean all tail rotor components
Pitch change spider lugs - Visual Check (use light source &
dental mirror) for: cracks. dents or scoring in the radius
profiles: if in doubt. verify with dye penetrant
- Spider : Pitch Control Check




MSP N1/ N2 100 HOUR - INSPECTION Rev. 2/27/07 Page 8

ATA REFERENCE DESCRIPTION MECH. INSP

64 05.22.00.601 T/R Hub and Fairing Examination- i
Visually check for condition & security: ‘

\

VERY IMPORTANT:
OPERATION OF T/R CTRL PEDALS IS PROHIBITED
o WHEN ROTOR IS NOT SPINNING. EXCEPTIONS:

UPON SB 05.00.34 prg 2 B/MWC 05.21.00.301 prg 4.2

T/R Blades Flapping Check: N/A on MSP equipment at

this time. XXXXXXX XXXXXX
64.21.00/01.601 T/R Blades - Check:
See Note in Work Card . skin by tapping test over entire upper & lower all

blades surface

64.21.00/01.601 . clearance between blade tips & tunnelis = or >
AD2003-08-53(11 blades Assy) 3mm

. Inspector sign off AD in Log Card

. absence of dents or cracks on:

. titanium leading edge
. the air flow surfaces

. absence of erosion on the airflow surfaces
05.22.00.601 . tail rotor blades are NOT affected by separation
(debonding) in zone “D”
64.21.00/01.602par2.8.3 . Check positioning of the bearing and blade
flapwise

64.21.00/01.601




MSP N1/N2 100 HOUR - INSPECTION Rev. 8/25/08 Page 9
ATA REFERENCE DESCRIPTION MECH. ’ INSP.
65 05.22.00.601 Tail Rotor Drive - Check:
. drive shaft housing: no scratches or dent
65.11.00.601 Flexible Couplings:
. visually check for max. swelling for disks:
| mm & No Cracks:
. MGB output
. Center drive section
. TGB input
T/R Drive Shaft Bearings -
Visual check for:
. good condition of rubber damper sleeves within
housing (absence of crazing, cracks, tearing, wear)
. security of bearing & supports, absence of
overheating traces
. absence of drips of grease & of deformation of
sealing lips and flanges
. correct position of sealing flanges within the grooves
of the inner & outer bearing rings '
. absence of evidence of rust
. absence of wear, tearing & crazing on sealing lips
»  No rotation of rubber bearing blocks on shaft (paint
a white mark for easier future checks)
AD 2007-25-08 T/Gear Box oil level check/service
SB Alert 05.00.54 R2 T/Rotor Hub pitch change control rod bearing
para 2.B.3 for absence of play
67 05.22.00.601 Rotor Controls
. switch on A/C 28 VDC, set “NORMAL - EMERG. -
TEST?”, elect. Switch to TEST check “ELEC PUMP”
light for illumination
. insp. main & tail servo control: actuator rod, linkage,
attachment wiring & pipe connection, leakage
76 MSP Requirement Engine Control-Anticipator Cables:
. Inspect for wear at control motor shaft
Cable #1]

Cable #2




MSP 365N1/N2 100 HOUR - INSPECTION - ENGINES  Page 10 Rev. 10/16/07
ATA REFERENCE DESCRIPTION MECH. NSP.
05 05.22.00.601 Power Plant Inst - Check;
. Fire walls & seals, engine mount N i
. Starter-Gen installation, security on Eng., cables cond. ]
& connectors tighten .
Turbomeca Inspect the Two attachment clamps of the engine: y s
Maint.Manual Chap. § Condition and Jocking Sl
72 72-32-00-280-801-A01 Module 2 installed: Check the Axial compressor blades o ot
( 150 hr) ( significant impact blade distortion) 1 ‘
72-43-00-280-805-A01 Pre-Mod TU 244: Check Anomalies of Module 03 installed , [ ‘
{ 150 hrs) inspection & check of the combustion chamber /_\//1' M _f% ~l
72-54-00-210-801-A01 For Pre-Mod Shield TU 254 & 259 or TU 255 & 259:to
retrofit:Free turbine - Inspect, rotate by hand should turn freely )
without abnormal noise. '
72-61-00-900-802-A0] Removal/Installation of the filtering element for inspection -
(150 hrs) BE SURE: small “O” ring is properly seated on base of filter
element - =
72-43-00-280-804-A01 1C1 Pre-Mod TU 102 only : Check for leaks of the injection
manifold. Note: All Own MSP Arriel 1C1 are Post-Mod
TU 102 at this time: Check TU on Rental Engine if installed. | xXXX Xxxxx | xxx'xxx
75 75-29-00-210-801-A01 Pre-Mod TU 231: Inspection § check of P2 Union /Free Turbine
( 150 hrs) ( cleaning) /U/A’ WM

R

S e

Final Steps:
ATA REFERENCE DESCRIPTION MECH INSP.
1 ]2 12
71 71-01-03-110-801-A01 Clean air duct & wash compressor
M- Y
05 05.22.00.601 Check that defects have been satisfactorily repaired 3}) ,
List all defects for which repair has been postponed with o
approval of responsible authority ﬁ
Maint. Program Manual Update aircraft log book & Add Maint.Program Requirement f
as necessary -!
MSP Requirement Wash A/C
Preform MSP PRE-FLIGHT inspection of Aircraft
Post-Insp Ground Run
Operation & leak check
Install the two MGB halves cowlings installing hardware &
torque properly
Reinstall and close A/C cowlings/fairings
75-31-00-750-802-A01 Test of closure and opening of thresholds of the bleed valve
75 s/ T e o Record N1 (Ng) values: Closure: Openning: #1
# ; & - 10y LTS R o
(/W T-Jf}‘ ;l «/(’1}(( Closure: Openning: #2
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TURBOMECA
ARRIEL 1 TURBOSHAFT ENGINE TEMPORARY
MAINTENANCE MANUAL REVISION No. 05-02

R = Recommended

C = Compuisory

D - Task
escription of procedures INSPECTIONS Number

\ R c y
12.D0 a ch;(- of Module 04, installed: S
- POST-MOD. e
TU215 and TU258 applied to !
new engine
or

TU254 and TU25\3 or

TU255 and TU259\applied to
retrofit ... \ ............. 300 hrs | 72-54-00-210-801-A01

/

Date | Sig#fature

13.Inspection and check of the \ /
exhaust pipe assembly and the
heat shield (free from cracks,

correct attachment) ..........c...ec. 300 hrs 72-01-30-210-801-A01
14.Check of the attached of the . ,//

overspeed sensor wiring, lock of N '

the SENSOT......iivecreecireecerenrrreee " | 300 bré | 77-14-00-900-801-A01

or 1 year

15.0i11 draining ......ccoovereeiiiieee, ’hél’E 6 | 79-00-00-610-801-A01

Refer to helicopter Technical 300 hes

Maintenance Manual for draining or

the tank. 2 years

SUB-TASK 05-20-03-290-009-A01

J. Maintenance procedure to be dongf
again_every: /‘

s

1. Do a check for anomalies of
Module 02, installed:

- Inspection of axigf compressor

blades POST-MOD. TU175 NOTE 3
(Erosive cyﬁivtions) ................. 400 hrs | 72-32-00-280-801-A01

CAUTION: |F THERE IS A DIFFERENCE BETWEEN THE PERIODIC MAINTENANCE INSPECTION
GIVEN BELOW AND THE COMPULSORY MAINTENANCE INSPECTIONS GIVEN IN,
/PARAGRAPH 1.D.(1), TASK 05-10-03-900-801-A01 YOU MUST CONSIDER
/ PARAGRAPH 1.D.(1), TASK 05-10-03-900-801-A01 AS A REFERENCE BECAUSE IT IS
¢ THE ONLY TASK APPROVED BY THE AIRWORTHINESS AUTHORITIES.

2. Vibration check at rear point

/- Dust atmosphere

/

// POST-MOD. TU1T75 ... 400 hrs | 71-02-10-760-801-A01

D.G.A.C. approved on October 23", 2003
Insert pages 27/42 to 42/42 before page 801, Task 05-20-03-200-801-A01
Effectivity: C1 5/42
05-20-03 Gt

The information included in this manual is covered by the notice appearing on the information page




TURBOMECA

ARRIEL 1 TURBOSHAFT ENGINE TEMPORARY
MAINTENANCE MANUAL REVISION No. 05-02
R = Recommended ]
C = Compulsory
Description of procedures - Task Date |Signature
INSPECTIONS Number o
R C
\ ///’
SUB-?AS}S 05-20-03-290-010-AD1 Pt

K. Maintenzke\prpcedure to be done

1. Inspection and check of the strainer
aof the oil return pipe of the rear ..
bearing L
POST-MQOD. TU274, ~

TU281, TU283 and TU284
(inspection and cleaning) ............... 450 hrs | 72-61-00-210-805-A01
' 79-38-00-210-801-A01

2. Inspection of the rear bearing
(for clogging)

- POST-MOD. TU274,
TU284,TU283 and TU284........ 450 hrs | 72-43-10-280-801-A01 | .

s

SUB-TASK 05-20-03-290-011-A01

L. Maintenance procedure to be done
again every:

1. Do acheck of the F.C.U. ~

characteristics NOTE 5
F.C.U. POST-MOD. TU183 ............ 500 hrs | 73-21-00-820-801-A01

2. Inspection and check the engine
front support for cracks "
POST-MOD. TU248 ... 500 hrs 7.2-61—00-2‘10—803-/3\01#}/57

[

3. On engines not followed by
spectrometric oil analysis, remove
Module 05 io examine the coupling

sleeve ) L
PRE-MOD. TU166..........ccooven 500 hrs | 72-00-15-900-801-A01 ( [V |/> Mo

Do not do this procedure if the
engine is followed by spectrometric
oil analysis every 100 hours

Insert pages 27/42 to 42/42 before page 801, Task 05-20-03-200-801-A01 e

Effectivity: C1 0 5_2 0 _0 3 Page 3(5/42

August 14/2008

The information included in this manual is covered by the notice appearing on lhe injormation page



TURBOMECA

ARRIEL 1 TURBOSHAFT ENGINE TEMPORARY
MAINTENANCE MANUAL REVISION No. 05-02
R = Recommended
C = Compulsory
Description of procedures INSPECTIONS NZifti(er Date |Signature
R C
4. Tests of the overspeed protection g,
and monitoring system of the F.T.. /U/ﬂé’
- PRE-MOD.
TU215 and TU259 applied to
new engine
or

TU254 and TU258 or
TU255 and TU259 applied to

FEATOFIt avveerer oo 500 hrs | 77-31-10-750-801-A01 INT
7731-10.750-801-801 | I
5. Do a check for anomalies of From

Module 03 installed: 1,000 hrs

- Borescope inspection of
1% stage turbine blades of gas

GENETALON ..c.ce v 500 hrs 79-43-00-280-805-A01 72[%{

- Inspection and check of the
combustion chamber
POST-MOD TU244 ................ 500 hrs

72-43-00-280-805-A01 | J2 (% |

EB\LA\SK 05-20-03-290-012-A01 .
M. Maintéﬁ’ance procedure to be done » -
again every: ™.

.

.

1. Check the following Va‘coe\ssories
(attachment, locking of connectors)

- Fire detection - /

« Inspection of the fire e
detection system ............... 600 hrs”| 26-00-00-210-801-AD"

-

« \Visual inspection of a fire P
deteCtor .o 600 hrs | 26-11-00-210-801-AQ1

» Inspection of a removed fire
detector.......cccccoco.w i 600 hrs 26-11-00-280-801-A01

s
- -
.
~

2. Inspection a@cﬁégk of P2 union / e
Free Turbine{cleaning) T
- POST-MOD. TU231 s 600 hrs | 75-29-00-210-801-A01 e

o ..
.~ L ‘ >

Insert pages 27/42 to 42/42 before page 801, Task 05-20-03-200-801-AC1

Effectivity: C1 0 5_2 O_ 0 3 Augfsatg&;gégg

The information included in this manual is covered by the notice appearina on the information page




TURBOMECA
ARRIEL 1 TURBOSHAFT ENGINE TEMPORARY
MAINTENANCE MANUAL REVISION No. 05-02

R = Recommended
C = Compulsory
Task

Description of procedures INSPECTIONS Number Date [Signature

R c

SUBTASK 05-20-03-290-013-A01

..................................... 750 hrs | 79-006-00-610-801-A01

pter Technical or
nual for draining 2 years

Maintenance
the tank.

2. Inspection and check %f the drain-
valve and overspeed.... S .ooooeornnnns 750 hrs

3. Do a check for anomalies of
Module 03, installed:

- Make sure the three hollow
struts for the passage of the
rear-bearing oil-tubes are

serviceable ..o 750 hrs/] 72-43-10-210-801-A01
4. Inspection and check of the N /
~ pyrometric harness {test) ................ /ép hrs | 77-21-00-210-802-A01
\
5. Do a check for anomalies of S
Module 02 installed: - AN
- Inspection of axial compressor \“\
blades NOTE 3
(not erosive conditions)....... /... 750 hrs | 72-32-Q0-280-801-A01
6. Do a vibration check at reagpoint
- Atmosphere withyust .......... 750 hrs | 71-02-10-760-801-A01

7. Inspection and chegK of the

N
3
750 hrs | 72-01-30-210-801-A01

750 hrs | 72-43-00-280-804-A01

Insert pages 27/42 tg 42/42 before page 801, Task 05-20-03-200-801-A01 e
Page 308/42

Effectivity: C1 05'20'03 August 14/2008

The information included in this manual is covered by the notice appearina on the information page




MARYLAND STATE POLICE AVIATION COMMAND AIRCRAET# v o (=LY
Jm ~NS, AIRCRAFT DISCREPANCY LOG O N -
WORK ORDER#: ~ - A DATE: ' ™ n DY
DISCREPANCY CORRECTIVE ACTION
ITEM G DATE MX START DATE [MX START TIME |NAME ~ACTT DATE MX END TIME MANHOURS c NSP
ey | 9faleg | (130 Cr &r/ KL 065G 24[0f| 1530 75
Sl @@ I (C//thhP\/ (O fFT/r//\ @“.\!\n.\k oo \AA\ in f\&a Von  Zaw & »\\
] " = A .
NN F(Y/ RSN r?W/, off./r/ B \v«&%’ \Nﬂ\a«\ Fvre e nls
| REMOVED/OLD {TEM INSTALLEDINEW ITEM
PART) - . SERIALl . . PART SERIAL
NUMBER Auy A W\ \ NUMBER Fm U// NUMBER- ‘ NUMBER. A
PART } PART ON ~.  [aTY Qry WORK ORDER
NAME oroer? | Y @ ' \ HAIW:
Mmz_ , DATE MX START DATE [MX START TIME [NAME,~ ) AIC TT DATE MX END TIME MANHOURS MECH INSP
X ‘,k,,vw.w/ [ C 'd‘ NNM\NW\.W.\/ yd FEO /I\. S .fwnu,lw..\../ Mm M\,m g &.\WU\N\\ mvmv\ 3o £ ST \I‘
\ | 3\ N AT . ;
m.\./ul/\ n/,/,mv/ &/ [ _///4 LN Qﬁq, /), . \ »./WVW//UO/‘//UT~ Q- /\//{)‘r% Q\h&\ IW/% ﬂ“ m\\\ Z A IPCE T T en & ya VTFUE, / &W\f\
> .// | ,n O ,, L \ 3 SR N4 . el - g - L /
- SRR S ARt S et PP er B B orin 25
REMOVED/OLD ITEM INSTALLED/NEW ITEM
PARTI Ny - SERIAL ] PART SERIAL
nutger | (7 - C A ,,sfd ATV NumMBER| Ay} (AL NUMBER: _— NUMBER' S0
PART| .. . ) ) PART ON o |aTy: aty WORK ORDER.
NAME A SO N VO L orDER? | Y AZ\ \ AW \N&J\\W 5 bndiit P ar K P ife| T
_M_s DATE MX START DATE [MX START TIME z&m AICTT DAT MX END TIME MANHOURS MECH INSP
Y op U3 (230 | D erack, Btesa | Y2 | 93 | 4
. *
“J/m*f «Q?TR L\UF &ﬁm{«r\L n\&hm mo,‘.ﬁo&ao\% $¢ MJ/ o .ﬂ) N/ (] bis \nm
=
. REMOVEDI/OLD ITEM INSTALLED/NEW ITEM
PARI|] = P2 SERIAL PART| = . SERIAL
nomeer | Q0 bv.N.\ﬁhw 320 NUMBER \(* numeer | S4 © 432 O%\w 20 NUMBER \(E
PART] ¢ ; PART ON QTy: W R
NAME @ .K:I ﬁ@.*m r Pya Tn orpER? | Y @ \ VAW ﬁu «.N: 2.3 oQ. 4 02 ary { WORK ORDER

ISP AVC FORM 22 22 (REV 01/01.08)
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MSP AVIATION OPS

Maryland State Police Aviation
Component Summary Report

PAGE B82/83

Serial Nb ¥t

Gdrret:tlon
 Fettof .

Tofal ' Uwﬂated

7,b48 50. Eng Hrs 1

7 424 70 Eny’ Hré z;

Reg Nao: NQ2MD

‘ i . /2008 Woriths R 1656600 NG1
.‘1;5'030,&0 MF’ 1 © 16/078.00 NP2 P -
Component
Component Part No. — Limit Name Event Interval ___ Due At__Remainin
! " M/R FLANGE LOWER 265A.31-1850-04 M2571 AC Hours Ratire 440000 . 122053 3,338.00
2
. . M/R FLANGE LOWER. 265A31-1850-04 . M2592 AC Hours Retire . 4,400,000 122053 . 3.338.00 . .
3, . M/R. FLANGE LOWER  365A31-1850-04 M2593 AC Hours . Retire 440000 | 122053 3,338.00
4, . . M/R FLANGE LOWER 365A31-1250-04 M32455 AG Hours Ratira . 4,400,000 . 1220583 333800
s PLABG3520-00 FIRE RME7557 . Maonths Retira G0.00 22172013 53.00..
Installed;
Aircraft Registration No.; N2MD
Ajrcraft Total Time: 8549.7
&
SQUIB MEG61-355 68 Months Retire 144,00 &M10/2017 106.00
12 Years>=Sarvice / 15 Yeare>> Service & Storage.
25-00
7.
8X-16 SEARCHLIGHT 017500-11 1585 MONTHS COMPLY 12.00 6/195/2009 9.0
T” SPECTROLAR 12 BPECTROLAR SX-18 Might=un- 12 month Inspaction &
JUNCTION BOX per ( MSR) MCM 33.45.56
8
8X-16 SEARCHLIGHT 01750011 1595 MONTHS COMPLY 24.00 11/5/2008 2.00
T8 SPECTROLAR 24 - BPECTROLAR:SX.16 Nightsun- 24 menth-Inepection
B
. BX-156 SEARCHLIGHT . 02292021 Ky . AC Hours INSPECT 300.00° L0869 . 199.60
10
.. 5X-18 SEARCHLIGHT 02292821 7 Maonths [INSPECT B.00  1/237200% .. . . 4.00
11
. SX.18 SEARCHLIGHT . . 022929.21 P Meonths Retire . 120,00 | AM8/2010 Aeao
25-00.00
" FUEL METER BATTERY LS2>10PS30 Months .. Ratire . 24,00 52472008 ... 8.00
inatalied:
Alircraft Reqlstration No.: N92MD
Alrcraft Total Time: 6328.3
25-66-00 ‘
" ELT DM-T2-11 14992 Months INSFECT 12.00  2/21/2009 5.00
S Operational Check IAW FAR 91.207d
4 y
ELT DM-T2-11 14892 Months INSPECT 6.00 21812008 500
Garresion and Functiongl Cheek
15
ELT BATTERY 0H-80-82 47502 40 Maonths Retire 24,00 172172010 16,00
Replate. Battery
18
ELT, IMPACT SENSOR DM-DS1-3-1 G46 Months Retire 24.00 272112010 17.00
Battery Replacement
[+}
26-10
7 SQUIB, FIREBOTTLE (STC) M881-345 00096 Months Retire 14400 10/20/2017 109,00
L .. MFG DATE 02/2003. 12 Years>»Service /7 15 Years>> Service
& Storage.
* Indicates an item meats or exceeds the alert parametar. Page 1t of 13 Date Printed: 9/28/2008 8:03:59 PM

e
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Maryland State Pofice Aviation
Component Summary Report

- Senal NG 811, |

. Gnrrecmn g ‘ Last
-Currefnt Far:tor Tdtal Um:lared
T R ,' 7‘:143,50 ‘Ehg' Hrs1 ke
s 91252008 Months s i
0 ‘_r U telbrent Wez 0 e
Component Limits
Componant Part No. - Serial No. Limit Name Event interval Dus At _Remainin
26-10
18
SQUIB, FIREBOTTLE (STC)  M361-345 00121 Months Retire 144.00 10/20/2017 108,00
o . MFG DATE 02/2003. 12 Years>>Semnvice // 15 Years»> Servics
& Storage.
19
SQUIB, FIREBOTTLE (BTC) MB61-355 aone? Months Retire 180.00  2/3/2018 . 113.00
. S . Mfg date Feb.2003. 12 Years»>Sarvice // 15 Years>> Servica &. .
Storage.
Instalied:
Aircraft Registration No.: N92MD
Alrcraft Total Time: 7822.8
26-21-00
20
ENG. FIRE BOTTLE 860840 1578 Months CHECK 6.00  2/8/2008 5.00
' .. Weight Check MET .26.21.00,604 :Seuib Check MET
26.21.00,602
21
ENG. FIRE BOTTLE 860840 1578 Months INSPECT 60.00  3M4/2000 .00
e Hydrestatic Check - :
22 .
ENG. FIRE BOTTLE 2880840 25846 Months INSPECT BG.0O 442008 5.00
e Hydrostatic. Check
ENG. FIRE BOTTLE 860840 25846 Manths CHECK 8.00  2/8/2009 5.00
. Wealght Chack MET 26.21.00.604 ;Squib Check MET . ... ...
28.21,00.602
)
32-00-00
L/G RIM, ALIX 18765-001-01 932 AC Hours INSPECT 1,200.00 g748.7 882.40
o . , - Eddy current mspection . T e
23
/G RIM, AUX 168755-001-01 532 . Months INSPECT 4B.00 2212012 41.00
. . ... Eddy current inspactien co
Installed;
Aircraft Registration Ne.: Na5MD
Alroraft Total Time: 66941
32-40-00 )
2% : :
IL1G RIM, AUX 18755-001-01 774 AC Hours INSPECTION 1,200.00 Q749.7 £82.40
) . Eddy Currant fnsp,
27
LG RIM, AUX 18755-001-01 774 Months INSPECT 48.00 272172012 41.00
- : : Edaly Gurrant Insp. S
) .
) L/G RIN, MAIN o 20475-000-00, . 1041 . . AC Hours INSPECT J1,200,00 0 97487 . 88240
28
L/G RIVI, MAIN 20475-000-00 1044 Months INSPECT 48,00 22172012 41,00
. . Eddy GurtentInsp... .. .. e
% LIG RIM, MAIN 20475-000-00 862 ACHours - INSPEGT 120000 97407 882,40
. o . S ..Eddy Current Insp 48 ma./.1200 hrs, . .
3
! L/G RIM, MAIN ) 20475-000-00 862 Manths INSPECT 48.00 22172012 41.00
* Indicates an item meets or exceeds the alert pararnetar, Page 2 of 13 Date Printed:  9/28/2008 8:03:59 FM

Req No: N92MD bt
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Maryland State Police Aviation
Cemponent Summary Report

. ,-Gomst:ﬂnn,
Cur'remt Fmar FH

9/25/20&8 Monﬂ'm

T8lo78:100 NP2 ¢ _ PR R
Component - : Limlits
‘ Component Part No. SeviglNo. | Limit Name Event Inkerval Due At Remalnin
32-40-00
e Eddy Currant Insp 48 mo./ 1200 hrs.
35-00
= OXYGEN CYLINDER 17670077 . 0398-12449 Months,, . . . Retira 180.00 7M6/2018 .. 11800
. OXYGEN CYLINDER. . 176700277 0398-12449 . Months, INSPECT 36.00 8/31/2009 .. 1100 ...
Installed:
Aircraft Reglstration No.: N82MD
Alrcraft Tatal Time, 8167
82-00
# . MTHRUST BRG. BOLT. 365A31-1970-21 22586 AC Hours | | . Retire . | 1,800.00 10040.7  1,182.40
Installed:
Alrcraft Registration No,: N92MD
Aircraft Total Time: 8549.7
62-10-00
= M/R BLADE 365A11-0050-08 = 5828 . AC Hours RETIRE . 2000000 0 22788.5 . 13,885.20
,aa . M/R BLADE 365A11-0050-07 7095 . ... AGCHourz. .. RETIRE 20,000.00 20950.2 12,082,890
* MR BLADE . 385A11-0050-08 . a7 AC Hours Retire . 20,000.00. | 22884 ;!.4,026.7.'(}..
.. M/R.BLADE 365A11-0050-08 . B251 . AC Hours .. RETIRE 2(,000.00 23294 1442670 .
]
52-20
* M/R HUB A83Y 385A31-0012-02 M1002 AC HOURS INSPECT 550,00 8089.7 232,40
AD 3000-11-18 ) . -AD:2000-11-18-Tightening torque of the spherical thrust
hearing
o M/R HUB ASSY A65A31-0012-02 M1002 " AC Hours SERVICE 200.00 89351 g7.80"
: M/R Blades Pins lube, . ‘ .
41‘ M/R HUB STARELEX 365A31-1810-0451 . M3439 .. AC Hours . Retire 2,600.00 10001.6  1,134.30
42‘ . M/R MAST REARING . . 3B5A31-1178-00 M4gs | AGHours Retire 8,00000 165457 . 7.68240 .
“ M/R SHAFT BEARING T04A33-651-158 . NRB526. . | .. AC Hours Retire 4,800,00 .| 13348.7 . 448240
M. M/R THRUST BRG. BOLT . | 365A31-1970-21 22160 ACHours . . Retire 1,50000 . 10049.7 . 1,182.40.
45 . ... ..NUR THRUZT BRG. BOLT 365AMM1970-21 . 22110 ... AGHours Retire. . .. . .1,50000. _ 10048.7 ... 118240 .. .
*® . M/R THRUST BRG. BOLT 385A31-1970-21 2214 . | . . AC Hours Retire 1,500.00. 100497 . 1,182.40 .
“ N/R THRUST BERG. BOLT 365A31-1570-21 22152 . AC Hours Retire A1.800.00 . 100497 | 1,18240.....
45‘ . M/R THRUST BRG. BOLT 3656A31-1970-21 22483 AGC Hours Retire . .. 1,500.00. . 100487 . ..1.18246
“ MR THRUST BRG. BOLT .. | 385A31-1970-21 22570 AC Hours Ratirs 1.,800.00 10049.7  1,182.40
* Indicates an item meets or exceeds the alert paramater. Page 3 of 13 Date Printed;  9/28/2008 8:03:58 PM

Rag No: Na2MD it
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Maryland State Police Aviation
Component Summary Report

"

Ldsi:Upﬂatevd 9/2572008 . Tach Time: "=-:s aemu . Totdl Tine- B367

EngHrs N szﬁ Ertgﬂrs;z
;152008 ; Mbnths e ,._1656500 NG1 :
“Aej0T8io NP 7. SN DR

' Component ' Limits
Componaent Part No. Serial No, Limit Name Event _Interval Due At __Remainin

62.20

% MR THRUST BRG. BOLT . 385A31.1870-21 22608 ACHours | . Retire, ... . _1,500.00 10049.7. 118240

* M/R'S COUPLING BOLT 365A31-1183-21 .. ACHours Retite 1,00000 . 05497 . 68240,
- - MRS COUPLING BOLT . 385A31-1183-21 70901 AC Hours . Retie 100000 95487 Ga2.40

¥ MWRISCOUPLING BOLT  365A31-1183-21. 70811, . _ACHous. . Refre 100000 = 95497  682.40.

54 L - M/RIS COUPLING BOLT 385A31-1183-21 70822 AL Hours Ratira | . 1,000,000 85497 . BR8240
. MRISCOUPLINGBOLT  368A31-118321 70843  _  ACHows. .  Retire 100000 . 9549.7 . 68240
59‘ . MiRIB COUBLING BOLT . 366A31-1183-21 72116 AC Hours . Ratire | 1,000,000 0 85487 83240 ..
57. .. MFUS COUPLING BOILT 365A31-1183-21 72119 L AC HOUI’SI‘ Retire Lo 1,000,00 85497 BRZA0.
¥ WRISCOUPLING BOLT  365A31-118321 72126 . . ACHous.  Refire . .. . 100000 .. 95497 . 88240 .
59 . MRIS COUPLING BOLT 365A%31-1183-21 72546 AC Hours . Retire . 100000, . 85487 . . 6B240 .
® WRIS COUPLING BOLT ~ 365A21.1183-21 72597, . ACHous .  Refe 100000 . . 9549.7 . G8R40.

.61‘ M/RIS COUPLING BOLT 365A31-1183-21 | 72598 .. .. . .AGCHours . . Retire . . . 100000 . . 45497, . ...682.40 .. )
& MRS COUPLING BOLT . 385A31-1183-21 72559 AC Hours Retira 1,000.00 . 95497 682,40

.sa M/IR/S COUPLING BOLT. 365A31-1183-1 72600 AL Hours Retlre . .. 1,00000 . 2549.7 . BB240 . .
M MRUSCOUPLING BOLT  365A31-1183-21 72601 _  ACHours . _ Retre . . 1.000.00 . 05487 68240 . .
. M/RUSCOUPLING BOLT  385A31-1183-21 72602 ACHours . Refre. _  1,000.00 . 95407 . 66240
¥ MR/SCOUPLINGBOLT  365A31-1183-21 72608 . ACHows.  Refie 100000  9849.7 . 88240
G? .. .MIRIS COUFLING BROLT 365A31-1183-21 72703 ACHours . . Retira . . . 100000 . 895487 _ 68240 .
® WROTOR SHAFT . . 365AS1-{178-04  M41091 AC Hours Refre .. 1300000, 184103 10,543.00

.s,a.. M/ROTOR SHAFT 365A31-1179-04 . M11091, Landings Retire &60,000.00 83878 49,309.00

7? ... . BCISSCRS PIN 365A31-1175-21 . 14868 . ACHours ., Retire 5,000.00 13549.7 .. 4688240
ﬁ, . SCISSORS FIN 366A31-1175-21 14960 .o CAC Hours, . Ratire §,000.00 13549,7 4.652.40

™ SCISSORS PIN  365A31-1175-21 . 4984 AC Hours Retire . 5,000.00 13549.7 . 4868240

. BCISSORSPIN . 365A-17521 14970 ACHours . . Refire. . 500000 . 13545.7. A85240 .
s SCISSORSPIN 365A31-117521 14982 . ACHours . Refire . 500000 135407, 488240
I SCISSORS PIN ) . B65A31-1175-21 14988 . .AC Howurs Reatire . 5,000.00 13549.7 4,682.40
62-20-00

® MRBLADEPIN 3BEA31-2031-20  M4092 . ACHours . . Refirs | 610000 127653  3,808.00
i MR BLADE PIN A8SA31-2031-21 2846 AC HOURS RETIRE . §,100.00 118031, 273580 .
" . M/RBLADE PIN . 365A21-2031-21 = 2857, L. AGHOURS RETIRE &,100.00 48034 .. . 2,735.80 ... .
be

* Indicates an itern meets or exceeds the alert parameter. Page 4 of 13 Date Printed:  9/28/2002 §:03.:58 FM

Rag Mo: Naz2MD . T
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Maryland State Police Aviation
Component Summary Repuort

Reg No: Na2MD

Suarial No' 6311 ’ j-Lsi@é(:Up»::mrtmi gfzwzma. ‘Tach ‘nm-e asw.:m Tol'ar Titvie a;mf :
Currechon oo st : I :
current F‘actnr i i fimgé ' L
Sh 7)048.50 ‘Eng r-lfé1 oo 74247& i | H!‘sz
-'{, “ i ar25/2008. Moﬁfﬂs BN 1656500 NG £ 3
T feloraco.Nb 2 ol T i :1 ;
Component Limits '
Cnmgunant Fart No. Serial No. Limit Name' Event Interval Due At Remalnin
62-20-00 .
M/R BLADE PiIN 365A31-2031-21 . 2884 AC HOURS | RETIRE 6,100.00 116031 2,735.80 _
80 )
Lo . MIR BLADE PIN A55A31-2031-21 2878 CAGCHOURS . RETIRE 610000 . 116803.1.. 2,735.80. ... .
#1
MR BLADE PIN 365A31-2031-21 2909 AGC HOURS RETIRE 6,100.00 .. 118031, 273580 ..
B2
MR BLADE PIN, . 385A31-2031-21 4079 ACHOURS . RETIRE.. . &,100.00 116031 2,735.80
g3
M/R BLADE PIN. A65A31-2031-21 4115 AC HOLURS .  RETIRE £,100.00 11603.1 2,735.80 .
™ M/R FLANGE UPPER 365A31.1R50-05 1362 AG HOURS ..RETIRE . CAAD000 0 82334 c3s8.0.
as
. M/R FLANGE UPPER . . 365A31-1850-05 M1286 AL HOURS RETIRE . LA40000 | 82354 . 36610 ..
s
M/R FLANGE UPPER 365A31-1850-05 Mz225 ACHOURS.. . RETIRE. .4,400.00 9233.4 366.10
7
B‘ M/R FLANGE UPPER J65A31-1850-05 M2279 AC HOURS RETIRE 4,400.00 92334 36610 .
pg
M/R THRUST BEARING . 704A33-633-212 279 AC HOURS . . RETIRE 350000, 80039 135.80. .
as
. .. M/R THRUST BEARING TO4A33-633-212 288 AC HOURS RETIRE ..3,50000.. .. 90031, . 13580 . ..
20
. M/R THRUST BEARING 7T0aA33-633-212 304 AC HOURS | RETIRE 3,500.00 0031 135,80
2]
! M/&R THRUST BEARING .. 7TD4A33-633-212 79 . ACGHOURS | RETIRE . 3,500.00 8003.1 . . 13580,
4]
62-30
==
MRS SHAFT ASSY 266431-0002-04 M942 AC Hours OVERHAUL 3,000.00 115487 2,682.40
Mo Margin Permissible far TBO,
M/R/S SHAFT ASSY 365A31-0002-04 Madq2 AC Hours SERVICE 500.00 8p49.7 182.40
* 2 Stars WC. Swazhplate Baaring Post-Mod 62B42/62B43
lube per MWG 12.00.00,373parg 2.2
Installed:
Alreraft Registration No.: N92MD
Airgraft Total Time: 8548.7
63-G0
84
. Rear Qutput Flange 260A32-2034-20 . NC733 AC Hours .. Retire | 10,900.00 18150.2 . 928280 . ..
63-10-00
o
* Indicates an item meets or exceeds the alart parameter, Fage 5 of 13 Date Printed: 9/28/2008 8:03.58 PM

wn
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Maryland State Police Aviation
Componant Summary Report

"::‘ Gbm::tmn.:
':‘C:urmnt Fattﬁr b <

' LIMIt'Hng .

”"rihasn Eng Hre

TEt Bh3 742470 Eng His2
. grzs}zma Mbn&m; SR SRR NG
L 18,078.00 NP2 o ‘ e .
Component " Limits
Component Part No. Sarial No. Limit Name Event Interval Dus At Remainin
63-10-00 | :
MGR/MD AFT COUPLING A65A35-1011-28 .  MA1039 | AC Hours . | Retire . 20,000,000 . 25503.1 18,835.80
a8
.MGB/D AFT COUPLING J6EA35-1011-28 . MA1091 AC Hours Retlra 20,000,00 | 255031 16,635.80
o7 ,
MGEB/D COUPLING FLANG  365A35-1087-00 .. .= PMA7 . .. . landings . . RETIRE ., .71,000,00 . 74071 39,802.00
0
62-20-00
58 .
MGB 18T REDUC PINION = 365A32-4129-03 FAA7T1858 = = AG Hours Redira 20,00000 | 250521 16,184.80 .
=23
.. MGB 18T REDUC PINION 365A52-4129-03 FAA71859 AC Hours | Retire . . | 20,000,066 250521 18,184.80
100
. .MGB CASING . J65A382-2046-16 FACT2274 AG Haours | Retire. . 20,000.00 272802 18,382.80
101 )
. MGB FIXED RING GEAR 365A32.7035-20 FACKETA35 | ACHours . | Retira . 20,000.00 27250.2 1838280
103
MGB FREE WHEEL SHAFT 3&65A32-5424-01 FAARSET AC Houra. .. .. Retire . .20,000.00 272502 1838290 . .
103
MGE FREE WHEEL SHAFT 365A32-5424-01 . FAAQEBT1 Landings Retira .. 120,000.00 147821 113,352.00. .
104 .
MGB FREE WHEEL SHAFT 365A32-5424-01 = FAA98877 AC Hours . Ratire 20,000.00 27250.2  18,382.90 .
108
. MGB FREE WHEEL SHAFT . 365A32.5424-01 = FAA9S3R77 . Landings Retire . . 120,000,00 | 147921 113,352.00
108 ' .
Mgb Main Gear Box A55A32-6001-01 744 AC Hours INSPFECT 1,500.00 102351 1,367.80
- o e On N1 and N2 Version at this time ; Qil Pump.Mid-TBO
inspaction.
107
Mgb Main Gear Box 365A32-6001-01 794 AC HOURS OVERHAUL 3,000.00 10250.2 1,382,890
. . L TBO S o
108 )
Mab Main Gear Box A85A32-5001-01 794 AC HOURS INSPEGT 300.00 4066.9 188.60
Lo <. MaintW oMWA. 20.00. ﬁlNSprz - MW 63.20,00.608pr2. superseces SL 1817-63-06 . M/Rotor. .
ard Dirive: T/Rotor power take-off flangs on MGB .
109
MGE PLANET GEAR CAGE & 380A32-3036-21 - FACWOR04 Landings . RETIRE . 40,000.00 &7921  33,352.00... .
110
MGB SERVO CTRL MOUNT . 360A32-1163-01 .. 2525 AC Hours | RETIRE . 20,000.00 250562  16,184.70
111
NGRE SERVO CTRL MOUNT 2360A32-1163-01 2578 } AC Hours | . RETIRE 20,000,00, 25052 16,184.70
1 :
' MGB SERVD CTRL MOLUINT _380A32-1163-01 2600 AC Hours . RETIRE . .20,000,00 | 25052 .. 16,184.70
* Indicates an item meats or exceeds the alert paramater. Page & of 13 Date Printed:  9/28/2008 8:03:59 PM

Reg No: NS2MP e



@a9/29/2888 12:55 4182385539 MSP AVIATION OPS PAGE B3/84

Maryland State Police Aviation
Component Summary Repaort

| *~‘-*~5erra| Ney, 6311

L|mlt "I"v‘ﬁe

ﬂm 50 -Eng: Hrs 1

% | - 742470 EngHsZ.
08 Mioniths. . R R 16—536 OD NG1 s
15:&%&00«?2 AR L T
Component Limits
Component Part No. Serial No, Limit Name Event Interval Due At Remainin
62-20-00 '
"™ MGETRBEVELPINION = 360A22-1020-26  FACW3218 AG Hours Retire 20,00000 272802 1838280,
" MGE T/R PTO GEAR.. 365A32-1058-22 . FACE2113 AC Hours Retire 2000000 . 272502 18,382.80 ...
63-30
e MGB/S DIAGONAL BEAM  3B5A38-3062-20 MAD1 403 AC Hours Ratire 20,00000  27250.2 1B3B2.80
. Post-Maod 83880,
e . MGE/S ROVING BAR . = 265A38-3014-02 M16047 AL Hours .Retira . .3,00000. . 10373 .. 1,680570. ..
117. . MGBIS ROVING BAR 365A38-2014-02 M16083 AC Hours . Retire .3,000.00 . 107225 | 1,855.20
17? . MGB/E STRUT . . 365A38-0130-0001  FR487 , AC Hours, | Retire 20,000.00 217859 12,898.80 ..
e MGB/S STRUT 365A28-0130-0001  FRABY Months INSPECTION 144,00  11/3R2018 58.00
- SB 05.00.44 Radiograghlc Inep .- MGE . Suppart Bars...
B MGB/SSUSPENSION FIT  365A30-3046-01 81398 _ACHours . Retis 2000000 272861 18,418.60
Installed:
Alreraft Registration No.: N92MD
Aircraft Total Time: B787.2
63-30-00 ‘
= MGBIS STRUT | 365A38-0130-00 . = FR456 . AC Hours . Retira | | 20,000.00, 2030792 11,440.80. ..
e MGEB/S STRUT 365A38-0130-00 FRA56 Months Retire ' 144,00 11/3/2018 88.00
5B 05.00.44 Radiograghic. Insp.- MGE.Support Bars. . ... ..
1 MGR/S STRUT | 365A38.0130-01 . FR310 AGC HOURS | RETIRE. | 20,000.00 18234.4  10,367.10
e MGB/S STRUT 365A38-0130-01 FR310 Menths Retire 144,00 114372018 98.00
. . 5B 05.,00.44 ‘Radiograghlc Inzp.- MGE Support Bars
= NGBS STRUT . 365A38.0130.01 FR452 AGHOURS  Retjre . 2000000 21149.2 12,281.90
e MGE/S STRUT 365A38-0130-01 FR452 MONTHS 144,00  11/3/2016 98.00
5B 05.00.44 . . SB 05.00.44 ;Radiograghic Insp.- MGB Support. Bars
" . MGB/S SUSPENSION FIT  385A38-3046-01 UNK ACHours . Retie . . .. 20,00000. 20000 1113270
64-00 .
¥ TmeLabE 365A12-002004 44375 ACHours . Retire 250000 410251  2,157.80
= . TRELADE . . 385A12-0020-04 44387 . AC Hours Retire .. 250000 110281, 21587.80,
0 .TIRBLADE 385A12-0020-D4 44707 .. ACHours . Retire . 2,50000 110251  2,157.80
1:; TR BLADE 385A12-0020-04. = 44978 ACHours . Retire ... 250000 110251 . 2,157.80
1
* Indlcates an iterm meets or exceeds the alert parametar, Page 7 of 13 Date Printed; 9/28/2008 8:03:58 PM

Reg Na: N9ZMD . .y



B#9/29/20B8 12:55 41823858359 MSP AVIATION OPS PAGE B84/84
Maryland State Police Aviation
Component Summary Report

, '"sF,fnal No CCT
2 Gorre::tmrr
Fm'%br .

70&3-.50 Eng: Hrs1

Reg No: N92MD

- 8/28}2008 Mondfis. 'a 566100 N3 1 g ;'I‘w;s‘sd:db"i NG
g 4rEO0 NP2 : TR
Component Limits
‘ Component Part Na. Sorial NG, BJ Limit Name Event Interval Due At Remainin
6400
. T/IR BLADE 365A12-0020-04 45002 AC Hours . Retire 250000 . 110251 2187.80.
a3
1 . TR BLADE 365A12-0020-04 . 45103 AC Hours . Retirz. 2,500.00. ...11028.1 . 2,157.80 ...
Installed:
Aircraft Registration No.: N8SMD
Aircraft Total Time: 5522.2
SERVICEABLE.
64-10
?4 . ..TRBLADE . . . 365A12-0020-04 44382 AC Hours Retire 2.500.00 11025.1 2,157.80
135
T/IR BLADE 265A12-0020-04 A43TS AGC Hours | Retire | . 2,500.00 110251 2,167.80
136
oo T/R BLADE 365A12-0020-04 44865 AC Hours Retire . 250000, . 110251, 2157.80. ...
47
1”, ... TIR BLADE 365A12-0020-04 44982 AC Hours Retire 2,500.00 L11025.1 2.157.80
1
®  TIRBLADE. 365A12-0020-04 45102  ACHours .. Refire 250000 110254 . 2,57.80.
Installad:
Alrcraft Registration No.: NGSMD
Aircraft Total Time: §522.2
SERVICEABLE.
64-21-00
TR HUB . A65A33-2160-03N3 M203 AC HOURE RETIRE. . 20,000,00 | 27547.5 . 18,680.20. ... .
140
TIR HUIB ASSEMBLY 365A33-0040-00 M6198 AC HOURS INSPECT 250,00 4018.9 148,80
. AD . 2000-112-17 AD 2000-11-17 :T/R Blade Keviar Tie Bar.Check
141 :
) TR PIC SPIDER, J65A23-2174-D0 FR277 AC Hours, | Reatire | 10,000.00 175475  8,680.20 |
SERVICEARBLE.
65-10
142
- TIR /8 CENTER SEC 3654234-8202-05 FR &50 . AC Hours Retire &,000.00 148487 = 567540
. TIRIDIS FORWARD SEC. 365A34-6102-01. . FRa4? AC Hours Retire . B.000.00,. _13900.2 503290 .
Installed:
Aircraft Registration No,: N82MD
Aircraft Total Time: 7600,2
65-11-00
144 -
TIRIDIS AFT SEC. 365A34-6502-01 M177 . . . AG HOURS OVERHAUL 3,200.00, 94579, BO0.BO. .
0
65-20
e CONTROL ROD 365A23-821420  $197 AG Hours Retire 20,00000 27248 18.380.70
VANV - Cotnpliance of SB 85.00.14. .. ...
* Indicates an itam meets or exceeds tha alert parameter. Page 8 of 13 Date Printed:  9/25/2008 8:03:59 PM



B9/29/2808 12:59 41082385839 MSP AVIATION QPS PA4GE  B2/84

Maryland State Police Aviation
Component Summary Report

Reg ' jé”'xéﬂhrriqaf- B3, |: iy .. Last Updated: 5 maa
o o “Carection | Tast -
curmnt Fac.‘tor Ugggted
O A - Eng!-rm g IO aE ST
= sizém';mnm wseaanl' -
o ;4B 7e. Do NP Wi
Component Lmtlts
Component Part No., Serfal No. | Limit Name Event Interval Dua At Remainin
Installed: B
Alrcraft Registration No N7SMD
Alrcraft Total Time: 6586.5
installed by Keystone,
65-21-00
s TGE A65A23-6005-01N2  Me0D AC HOURS OVERHAUL 3,000.00 8881.9 124,60
) T8O
147
TGB BEVEL GEAR. 365A33-8104-02N3  Ma75 AC. HOURS Retira | £0,000,00 28891.9 17124860 ...
1.‘18 .. TGB CASTING 365A33-6137-023N2 MAPROY AC HOURS Ratire. 20,000.00 250919 17,124.60
149
. TGB CONTROL ROD, 365A33-6145-21N3 PRD203 | AC HOURS | Retira L20,000.00 250918 17,124.60
150
o TGB INPUT CASTING 3G5A33-6128-01N3 = 5198 . AC HOURS Retira . 20,00000 269918 1712460
154
TGB INPUT FLANGE 365A33-5196-22N3 FROAT | AC HOURS Retira 20,000.00 24018.9 18,051.60
. Galeulated TAy aftertransfer from N3 Version fo N1 Varsion. . .
152
TGR INPUT PINIDN 365A33.6123-22N3  M9B0 AG HOURS Retirg 20,000.00  23708.8 14,839.50
. Caloulated Thy after transfer fror N3 Version to N1 Version,
183
.TGB.INT. PLATE 385A33-6112-0TN3 PMAZ252 ACHours. . . .RETIRE 20,000.00 228941 1412680 . .
154 .
TGB SLIDING FLANGE 385A33-6197-21N3  PRDM50 AC HOURS Retira 20,000.00 23840.7 14,973.40
. . Calculated TAy afterfransfer from N3 Version to N1 Version,
4]
installed by Keystone.
67-30.00
155
SERVO CONTROL LH 8030332 A58 AC Hours Retira 3,000.00 . 93852 111780 . .
156 ]
: SERVO CONTROL L/H sCa0az2 95 ACHOURS  OVERHAUL 300000 102051 1,337.80 ..
157
SERVO CONTROL R/H scan3s-2. . . 30 AC Hours OVERMAUL  3,000.00 107714 . 1,804.10
Installed;
Aircraft Registration No N9SMD
Alreraft Total Time: B300.8
87-37-00
188
BERVO CONTROL T/R scra2sz2. 3 . AC HOURS OVERHALUL., . . 3,000.00 11548.7 . . 2,682.40
0
71-00-00
* Indicates an item meets or exceeds the alert parameter, Page 9 of 13 Date Printed: 9/28/2008 8:03:59 PM

Reg No: N8ZMD i
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Maryland State Police Aviation
Component Summary Report

Component Limits
Gomgonent Fart No. Serigl No. — Limit Name Evont Interval Pus At Remainin
71-00-00
1% 18T STAGE TURB, DISK 0292253240 ADE4221YC . NG1. . RETIRE 10,000.00 .23871 7.305.00
b AST STAGE TURB. DISK 02022653240 ADHB40BAD NG 2 RETIRE 10,000.00 . 26035 8475.00
161 .
o 2ND STAGE TUREB. DISK 0292253250 ADE438BYC. NG 1 RETIRE . 10,000.00 23871, 7,30500
62
! 2ND STAGE TURB. DISK 0282253250 ADHB148AD. = NG2 . RETIRE . 1000000 . . 26028 . 847500 .. .
e ARRIEL 1€1 0292015180 5060 ENG MRS 2 COMPLY 500.00 7824.3 399.60
: sSL ZI33NVARICA2ZT B SL2133:Define 10 yeer calender limit ot accessory ¢compoenents
e ARRIEL 1C1 0292015180 5060 ENG HRS 2 INSPECT 750.00 76267 202.00
5B 202720264 - 8B.202720264 :Check relative position of 2nd stage turbine
hlades
&5 .
1 ARRIEL 161 0252015180 5060 Eng Hrs 2 INSPECT 750.00 7626.7 202.00
. . . ...780 Hour Inspection. . :
186 .
. ARRIEL 1C4 . 0292015180 . B0B&O ... EngHrs? | _INSPECT . 60000 74767 sz.00%
167
ARRIEL 1C1 0292015180 5050 Eng Hra 2 INSPECT 1,000.00 7878.7 452.00
R . . 1000 Haur Inspection
188
" ARRIEL 164 0292045180 f4i1:10] Eng Hrs 2 INSFECT 300.00 TB24.3 199,60
Co e . 300 Hour Inspection . - .
169
' ARRIEL 1¢C1 0292015180 5080 Eng Hrs 2 CHECK 450,00 75571 132.40
S . Per 101 11C2 Chap. 72.40.04 and 72.80.05.pages 200:Rear ...
Bearing Cloging Condition Oil flow Check & Oill Pump Strainer
ingpection,
170
ARRIEL 161 0292015180 5060 Eng Hrs 2 OVERHAUL 3,0600.00 B025.6 500.80
. - TBO for MOS, . . .
17
1 ARRIEL 1G4 . .0292015180 50560 ) Eng Hrs 2 INSPECT 400,00 75074 . .. 82.40*
172
ARRIEL 1C1 0292015180 5060 EngHre 2 INSPECT 100.00 7487.4 72.70*
. . - . - Up.10.200 hrs inspection.per.1CY TURBOMECA Maint.Manual ... .
Chap.s
172
ARRIEL 101 0292015180 5060 Eng Hrs 2 INSPECT 500,00 7824.3 309 60
o : . - 500 Hour Inspeaction. . .. S
™ ARRIEL 164 0292015180 5102 ENGHRS1  INSPECT 76000 74328 38430
S .. 7580 Hour Inspection . \
175
ARRIEL 161 0292015180 5102 EMG HRS 1 INSPECT 1,000.00 79481 856.60
. 1000 Hour Inapaction
178 .
ARRIEL 101 g29201 5180 5102 ENG HRS 1 INSPECT 750.00 74328 384.30
. BB 292720264 8B 202720264 :Check relative position of 2nd stage turbine.. . ..
blades
v ARRIEL 11 0292015180 5102 ENG KRS 1 COMPLY 500.00 74481 399,60
5L 3IVN/ARICHZT BL2133:Define 10.yesr.calender mit of Agsessory components.. .
e ARRIEL 11 0292015180 5102 ENG HRS 1 INSPECT S00.00 7248.1 198,60
* [ndicates an tam maeets or exceeds the alert parameter, Page 10 of 13 Date Printed: 9/28/2008 8:03:59 PM

Reg No: N9zMD s



@9/29/2888

13:87 4182335839

MSP AVIATION OPS

Maryland State Police Aviation
Component Summary Report

PAGE Bd/84

- st Upaatea gia'smnosj

Tm{af Time '#“E"" 7:30

Semﬂ No 6311

Gﬂrreninn “{. i

-Last .
U_pd‘a‘ted

. Fgichor .

7b4350 EngHm

S mseéon Nc-:-1

',".',fanh'Tuma'ff; 8857520

5‘ k
- G28/2608 B
. 16b78:00 NP3, nh
Componerit
Component Part No. Serial No.
71-00-00
TR
ARRIEL 1C1 0292015180 5102
120 ‘
ARRIEL 161 0292015180 5102
1
ARRIEL 1C1 0292015180 5102
182
ARRIEL 1C1 0282015180 5102
183
ARRIEL 1C1 0202015180 5102
1
” AXIAL COMP WHEEL 2292152810 2101FT
188
-  AXIAL COMP WHEEL 2292152810 ATOQOFE
188 '
CENTRIFUGAL COMPRESS 0292262930 13620Q7T
187 .
CENTRIFUGAL COMPRESS 0292252030 231207T.
188
. .. FREE TURR, DISK 2252802500 ADH1137AD0
1689
. FREE TURB, DISK 2292802600 ADHBL80AD
180
_ INJECTION WHEEL 0292254010 1955AD
191 .
(NJECTION WHEEL 0292254010 3526AD
B2
1 MODULE § TO0BMO055030 4180
193 .
.MODULE § TOBMO55030 4130
184
o . START DRAIN VALVE 0174078030 Ces48,
removed by keystone to sent for repair/modules ofh - insp.
72-10-00

188

MODULE 1. .TOBNMO15020

0 .
Due O/H : All rmodules. MO > OC.

* Indicates an item rmeets or exceads the alert parameter.
Reg No: N92MD

2472

300 Hour Inspection ..

ENG HRS 1

INSPECT

500 Hour Inspection

Eng Hrs 1

INSPECT

500,00

100,00

7547.1

7121.2

S L s 3 2RgEY HLNS
Limits
Limit Name Evant Interval Dua At Remalnin
e —_

498,60

72.70"

Up to 200 hrs ingpection per 101 TURBDMECA Maint.Manual

Chap.5

Eng Hrs 1

INSPECT

800.Hour Inspecticn

Eng Hra 1

INSPECT

400 Hour Inspection

Eng Hrs 1

CHECK

£00.00

400.00

450,00

7300.7

71305

71809

261.20
82 40%

132.40

Per 1C1 Malnt. Manual Chap.05 : Rear Bearing Cloging
Condition Qil flow Chaek & Qill Pump

NG 2

.ENG HRS 1

NG 2

NG 1 .

NP 2.

NF 1

NG 1

NG 2

Eng Hre 2

Months

Maonths

Maonths

Page 11 of 13

RETIRE

. RETIRE

RETIRE
RETIRE
RETIRE . .
RETIRE
RETIRE

RETIRE

OVERMALL

. OVERHAUL

.. Retire

OVERHAUL

..14,000,00

. 14,000.00

14,000.00

14,000.00 .

10,000.00

10,000.00

..10,000.00

10,000.00

3.000.00

8000 31/R012.

120,00 1072072012

180.00 12/22/2020,

. 19970

. 188556

28579

27871

18322

22730

23871 .

26035 ..

8025.6

2410.00

12,908,850, ..

8,018.00

14,305.00

L R24400

7,700,00

7.205,00.....

& A475.00
€00.90. ...

42.00.. ...

49.00

147.00

Date Printed: 9/28/2008 8:03.:59 PM

g



U.S. DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION

\ AIRCRAFT: ; REVISION NO: 3 e
; AEROSPATIALE HELICOPTER i

4 ” ]

[} +

AS 365 SERIES DATE: 11/24/1997

System

]
! 1. } 2. NUMBER INSTALLED !
! SYSTEM & T T :
i SEQUENCE ITEM H ! 3. NUMBER REQUIRED FOR DISPATCH !
! NUMBERS : e !
| mmmmm e | : } 4. REMARKS OR EXCEPTIONS ;
i 33 LIGHTS '. : | :
! i : " !
! 1. Position Light c {1 {0 1 May be inoperative for day !
H System i ' '\ operations. !
1 I 1 | '
} I I 1 1
! 2. Anti-Collision B! 1 | 0 | May be inoperative for day !
! Light System ' i ! operations. !
! i i ! !
! 3, Landing Light({s) C ! - ' 0 | One must be operative for night !
; | i ! operations. !
1 ] I 1 1
] ' ] ] 1
! 4. Cockpit Utility C ! - {0 | May be inoperative for day VFR. !
! Lights H ! | One may be inoperative for single ]
| ' ! ! pilot IFR operations. !
! i i i i
! 5. Cockpit Instrument B | - | 0 | May be inoperative provided: !
! Lighting System i i ! a) Sufficient lighting is !
! | ' i operative to make each required !
! ] ; ! instrument, control, and other '
i i i ' device for which it is !
i ! H : provided easily readable, !
H ' H ! b) Direct rays and reflections do '
i | | i not impair visibility either !
: i : ' inside or outside the aircraft, !
' | ' ! ¢) Lighting intensity can be ;
| i i ' controlled or preset to a !
! ! ! ! satisfactory level for the !
' i i ; expected flight conditions, and ]
' ! ! i d) Lighting configuration at !
] ! ; ! dispatch i1s acceptable to the !
i i ' i flight crew. !
i i g ' OR '
1 1 : ' e) Copilot statlon instrument !
! i ! ! lights may be inoperative for !
| i ! ; single pilot operations. t
i I t |
' i ' |
6. Search Light ci - 10 !
l ' | !
-0 0 !
j g i )
H ! i '
i i | |
! | i !

|
}
! 7. Strobe Light C



Maryland State Police Aviation

Bulietin Status Report
Reg No N92MD  Serial No 6311 Last Updated: /2572006 TechTime 6,08730  TYotal Time 6.,867.30
Corraction Last Corection Lost
Limit Namo Faclor Total __Limi Cumvend T i
8867.30 AC Hours | 7.048.50 Eng Hrs 1 | 7,424.70 Eng Hrs 2 | 90,998,00090 HOISTCYC |
34,560.00 Landings 6/25/2008 Monthe | 16,588.00 NG 1 | 17,560.00 NG 2 "
15.030.00 NP 1 | 16,078.00 NP 2
Bulletin Number & Description Limits
Limit Name Eveat interval Buffar Due At Remaining
. T S __ .
05.00.44 SB SB 05.00.44 :Radiograghic Insp.- MGB MONTHS 144.00 0.00 11/3/2018 88.00
Support Bars
Description
2
2000-11-17 AD VAW MSR WC 67.21.00.602 para 2.9 ACHOURS  INSPECT 250.00 0.00 8016.9 149.60
:Keviar Tie bar check
Description
3
2000-11-18 AD Tightening torque of the spherical thrust AC HOURS  INSPECT 550.00 0.00 8099.7 232.40
bearing
Description
4
2002-23-04 AD Check attachment holes 9 deg. frame ACHOURS  INSPECT 550.00 0.00 8949.5 8220 »
Description
§
2133/01/AR1C/127 SL Define 10 year calender limit on accessory ENGHRS1 COMPLY 500.00 0.00 74481 399.60
componenis
Description
&
2133/01/AR1CI127 Define 10 year calender limit on accessory ENGHRS 2 COMPLY 500.00 0.00 7824.3 398,80
components
Description
7
28.00.35 SB FUEL vent protection on 9 deg. frame on RH  AC Hours 1 584.70 0.00 9149.7 282.40
and LH sides / door cateh plate
Desacription
8
282720264 SB Check relative position of 2nd stage turbine ENC HRS 1 INSPECT 750.00 0.00 7432.8 384.30
blades
Description
9
292720264 Check relative position of 2nd stage turbine ENGHRS 2 INSPECT 750.00 0.00 7626.7 202.00
blades
Description
10 '
MWC63.20.00.606paintWCard M/Rotor Drive: T/Rotor power ACHOURS  INSPECT 300.00 0.00 9066.9 186.60
take-off flange on MGB
Description
11
SPECTROLAB 12 TB SX-16 Nightsun- 12 month Inspaction MONTHS COMPLY 12.00 0.00 6/19/2009 9.00
Description
12
SPECTROLAB 24 TB SX-16 Nighisun- 24 month Inspection MONTHS COMPLY 24.00 0.00 11/9/2008 2,00
Description
* Indicates an lem meets or exceeds the alert parametar. Fage 1 of 1 Date Printed: 9/28/2008 8.04:01 PM

Reg No: N92MD



Maryland State Police Aviation

Maintenance Summary Report
Reg No N92MD Serial No 8311 Last Updated: 6/252008 Tach Time 8.,807.30 Total Timie 8.867.90
Corection Last Correction Lost - -
Limit Name Current  F: T Limit Cument  F T .
8,867.30 AC Hours | 7,048.50 Eng Frs 1 | 7.424.70 Eng Hre 2 |  96,996,909.80. HORST CYC |
34,569.00 Landings | 8/25/2008 Months | 16,586.00 NG 1 { 17.580.00 NG 2 N
15.030.00 NP 1 | 16,078.00 NP 2 |
Requirement/Description ' Limits
Limit Name Event Imterval Butfer Due At Remalning

INSPECTION 2400 HOUR Some itams are MSP Req.included AC Hours Inspection  2,400.00 0.00 10649.7 2,082.40
05-23-00
" Inspection 25 Hour ACHours  INSPECT  25.00 000  8890.9 23.60
05-00-00
" INSPECTION 50 HOUR AC Hours Inspaction 50.00 0.00 8915.9 48.860
05-23-00
*  INSPECTION 600 HOUR//24 Includes some MSP Req. with AC Hours INSPECT 600.00 0.00 9149.7 282.40
1 Months Inspection 24.00 0.00 2/21/2010 17.00
05-00-00
% INSPECTION BELTS & Months Inspection 120.00 0.00 2/21/2018 113.00
n Repaice Alrcraft Fuel Filters MSP Requirement Every 200 Hrs. AC Hours Ingpection 300.00 0.00 9035.1 167.80
= Ryan TCad 9300 BX Evaluation & FAR 43 Apendix D. Per 92MD 337 Months Inspection 12.00 0.00 2/2172009 5.00
* T/R Drive Shafs Bearings Lube Months Inspection 8.00 0.00  1/23/72009 4.00

every 6 Mo.// T.

* Indicates an tem maets or exceeds the alert parameter. Page 2 of 2 Date Printed: 5/28/2008 8:04:00 PM
Reg No: N92MD .



Maryland State Police Aviation
Component Summary Report

Component Part !o. Serial No. Limit Nam Event rval Due At Remainl
72-60-00
212

MODULE S 70BMOS5020 4381 Months OVERHAUL 180.00 1272272020 147.00

0
Due O/H : All modutes. MO1 > OC.

7300
213
ENG. FUEL CONTROL 0184548390X B0O99B Eng Hrs 1 OVERHAUL 3,000.00 81008 205240
214
ENG. FUEL CONTROL 01845648380X BOOSE Months OVERHAUL 120.00 412122014 87.00
215
ENG.DRAIN VALVE ASSY 0174126080 B63B Monthg OVERHAUL 120.00 1/15/2012 40.00
216
ENG.DRAIN VALVE AS8Y 0174128080 BoS4B Months OVERHAUL 120.00 6/15/2018 81.00
217
START DRAIN VALVE 0174078030 2446M Months OVERHAUL 120.00 7/28/2018 118.00
Installed:
Aircraft Registration No.: N57MD
Aircrafl. Total Time: 7001.5
73-20-00
218
ENG. FUEL CONTROL 0164248840 A4gon EngHrs 2 OVERHAUL 3,000.00 8211.7 787.00
TBO
219
! ENG. FUEL CONTROL 0164246840 A468B Months. OVERHAUL 120.00 4/21/2011 31.00
0
ramoved by keystone to sent for repair/modules o/h - insp.
80-00
STARTER GENERATOR 524-031 2856 AC Hours OVERHAUL 1,500.00 9618.4 751.10
Installed:
Aircraft Registration No.: N92MD
Aircraft Total Time: 8241.7
80-00-00
n
' STARYER GENERATOR 524-031 2079 AC Hours OVERHAUL 1,500.00 9425.6 558.30
BEARING REPLACEMENT
(4]
* Indicates an item meets or exceeds the alert parametar. Page 13 of 13 Date Printed:  9/28/2008 8:03:59 PM

Reg No: N82MD



Maryland State Police Aviation
Combined Alert Report

Bulletin Number & Description

Limits
Event intarval Bufter Due At Ramaining

Reg No: N92MD

Limit Name

s R — .l

.

N92MD 2002-23-04 AD Check attachment holes Bdeg. ACHOURS  INSPECT 550.00 0.00 8949.5 82.20 %

frame
Requirement/Description Limits
Limit Name¢ Event Intorval Buffer Due At Remaining
I S
h92MD INSPECTION 100 HOUR AC Hours INSPECT 100.00 0.00 8965.9 g8.60 *
ﬁsZMD Inspection 25 Hour AC Hours INSPECT 25.00 0.00 8890.9 2380 *
No2MD  INSPECTION 50 HOUR AC Hours Inspaction 50.00 0.00 8915.9 4880 ™
Component Limits

| Component Pant No, Serial No. L Limit Name vant Interval ___Due At __Remainin

k ARRIEL 1C1 0292015180 5060 Eng Hrs 2 INSPECT 100.00 7497 4 72.70*

: ARRIEL 1C1 0292015180 5060 Eng Hrs 2 INSPECT 600.00 7476.7 52.00"

3

ARRIEL 1€t 0292015180 8060 Eng Hrs 2 INSPECT 400.00 7507.1 82.40"
‘ ARRIEL 1€1 0292015180 §102 Eng Hrs 1 INSPECT 400.00 7130.9 82.40*
5
ARRIEL 1C1 0292015180 5102 Eng Hrs 1 INSPECT 100.00 7121.2 72.70"
® M/R HUB ASSY 366A31-0012-02 M1002 AC Hours SERVICE 200.00 83935.1 67.80*
* Indicates an item meets or exceeds the alert parameter. Page 1 of 1 Date Prinfed: 9/28/2008 8:05:49 PM



MARYLAND STATE POLICE
F.A.A. APPROVED REPAIR STATION NO. KY1R287K

WORK ORDER LOG Computerized Tracking
Max Manager

DATE &
Intials

W.0. ipti PIN
item Description Date & Initials

opened _} Number _ Serial Number Zlosed
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MARYLAND STATE POLICE

F.A.A. APPROVED REPAIR STATION NO. KY1R287K

WORK ORDER LOG

Computerized Tracking
Max Manager

DATE &
Intials

opened

Ww.0.

Number

item Description

P/N

Serial Number

Date

Closed

& Initials

3-6-
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MARYLAND STATE POLICE AVIATION DIVISION

L VOR EQUIPMENT CHECK _A/C#N_ZX _MD

DATE TYPE PLACE BEARING SIGNATURE
ERROR :

7/ %> )7 D weld BAL D ?J/ 7 1, ]

3///17/,7 Leat Ll (Y2 &
53// 7/0‘3 Duck XBie 115 /0 o°

/A O3 | Do\ (B8R o/20 | O

et | Vo (AN 04 | o

shrfos | Dusk | Bacizofro | o°
1B 508 | Lear Ao 212/ | 2°
o4 Fuy 08 | Dua aou- 1899 | d°
72308 | Duad BAC (1018 | ©°
3] 2 j eS| Deel BAL il f)s 77
r3ep oy | OvaL o 312/ 3-
248 of | Duwe  fop(ersig | 27

FAR 91.171 - Check w/in preceding 39 days required for IFR Operations.
(1)Use, at the airport of departure... VOR Test Signal- Plus ov Minus 4 Degrees, or,
2y " N ... VOR Check point- Plus or Minus 4 Degrees, or,
(3) Use an Airborne Check point - Plus or Minus 6 Degrees, ot.
() If none of the preceding is available, select & VOR radial  while in tlight, on centerline
of an airway and select a prominent ground point along the radial, more than 20 mites from

the VOR.- Plus

or Minus 6 degrees, or, in any case,
(3) [ Bual 1 OR systems are instalied, ne both radios to the same VOR. note the bearings TO the siation, - 4
Degrees Between the Two Bearings K = Mainy*ligthLogBank/VOREquip.Ck



T,

MARYLAND STATE POLICE AVlATlON CO‘MMAND
3023 STRAWBERRY POINT RD.
BALTIMORE, MD 21220

oN \ | 410-238-5800
o A‘s'ssg@uz N3 AIRCRAFT & NG) m Y
Circle one) ‘ =
PILOTS ALF AND BFF INSPECTION SIGN OFF FORM
A daly ALFIBFF inspoclion s t be Compliod withavery 24 atomda hours o o roms hours whichover ccurs
A pitot§ preflight inspection will be compliéd with ’a?;sl:'ift change and for returﬁ to.dﬁty étatﬁs 1%9!lowing all
maintenance activities. The inspection type is indicated by "D" or "P" next to the aircraft total time.
oate | ACTTIOTAL I DALY piLoT Name PILOT SIGNATURE CERTIFICATE.
9//07/09 5.0 | P | Wokksor # ¢
Gffos | 5BH4 | P «L)Joe‘?;éw; I s
2seecn | 88%¢ Y | D Mmjm_ﬂ! <=l ;
Mref |g947.2 | @ | Bupker .. . \ 19
1853P08 | £849.1 D n-«umr-fuﬂ_ s o
713 | 8424 | P | Bosle.. . {
g7 | Bgyq 2| D | Dwwie | p
T q“’"’of 3@‘””’ ‘ P :BW\) [(q/ R S
G-1S07 | 8RB D | Dol oo
1-16-A08F | € | Bovker
Tteoh | 8855 - | O | Dawg
G-16-05] S5 . O | P Flodsso s - e
913 -0% €840 | § Davig |
- i1Fey |D85F | | :lJaaoqsc,\ '
71808 | €51 | o gﬂﬂ;‘/mw:::» | i

SIGNATURE CONSTITUTES COMPLETION OF ABOVE LISTED INSPECTION REQUiREMENTS IAW THE AIRCRAFT

FLIGHT MANUAL, AS WELL AS THE FOLLOWING ADDITIONA

AIRWORTHY CONDITION.

1. AD 2007-25-08 EFF DATE 1/14/2008 TAIL GEAR BOX OIL LEVEL QHECKISERV!CE.*'
2. AD 2003-08-53 EFF DATE 6/20/03 11 BLADE FENESTRON, BLADE "TAP TEST". (As applicable)

3. ASB 05.00.49 10 BLADE FENESTRON, BLADE SLEEVE SLIPPAGE INSPECTION. (
4,/3L.1561-05-02 TAIL ROTOR HUB DOUBLE BEARING INSPECTION. - -

7, AE05.00.48 MGB MAGNETIC CHIP PLUG INSPECTION.

"6. ALY T TELE FAX TFS 0000224 MGB FLEX COUPLING.

7.AS5'305.00.51R2 STAR ARM INSPECTION.

K- /maint/flightiogbook/alfsignoff

L ITEMS AND HAS BEEN DETERMINED TO BEIN AN

As applichole) -

. MS 22-28

4

Revision 1 10/2008

&f
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MARYLAND STATE p

—
OLICE AVIATION co

MMAND
3023 STRAWBERRY POINT Rp,
BALTIMORE, MD 21229

41 0-238-53¢¢

Asass@ N2 N3 AIRCRAFT -
(Circle one)

N 24,5

— \
PILOTS ALF AND Brr INSPECTIO
R LAST FLIGHT anp

(AFTE
tion is

to be Complied with ¢

to duty status fonowing all
"D" or "p” next to the aircraft totaj time.
PILOT SIGNATURE CiRUT'F'CATE

: EQUIREMENTS IAW
STED INSPECTION R 1w
LETION OF ABOVE LI HAS BEEN DETE
SIGNATURE CONSATe{.Tvl'JlEIEj f\gl:s FOLLOWING ADDITIONAL ITEMS AND
FLIGHT MANUAL, 4

NDITION. ICE

AIRWORTHY €O VEL CHECK/SERVICE.
08 EFF DATE 111412008 TAIL GEAR BOX OIL LE DE “TAP TEST". (As applicable)
L AD R DATE 6/20/03 11 BLADE FENESTRON, BLA PECTION. (As applicable)
2. AD 2003-08-53 EFF E FENESTRON, BLADE SLEEVE SLIPPAGE INS
D ' |
B 05.00.49 10 BLA INSPECTION. X

. As1561 05-02 TAIL ROTOR HUB DOUBLE BEAR!NGT s
. 5;5 05.00.48 MGB MAGNETIC CHIP PLUG INSPECTION.
5. ASB 05.00.

: - ‘.;’ s\ .
PLING. ‘
ALERT TELE FAX TFS 0000224 MGB FLEX COU
6.

+ AHHIHRTRRRNREO

ignoff
K'/maintJﬂight\ogbooklalfsxg

WL 2228

Revision 1/10i2008




