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l WESTWAR STATIONS EASTWAR t
Radio Chaiel 2929

Sidig Track VENTUR Meth. Mile
Feet Diagram SUBDIVSION ofOp Post// CP BURANJCT. 462.6/

.- (Jet. Valley Sub.)
1.8

CP LOCKHED 460.8
0.2

BURAN-BOB HOPE AIORT 460.6

/ 4.5

~~
CP WOODMA 2MT 456.1

1.1

"- VAN NUS CTC 455.0
1.3

II CP ELLIKR 453.7
0.6

CPRAYMR 453.1
3.8

NORTHGE 449.3
2.5

CP BERNSON 44.8
1.3

11300 CHTSWORTH 445.5

ii.
1.1

CPTOPANGA 44.4
3.6

(
CP DAVI CTC 440.8

7625 1.6
CP SANA SUSANA 439.2

1.3
SIM VALLEY 437.9

5.0
8400

(

CP STRATHAR 432.9
1.8

CP MAERA 431.1
3.5

CP COLONI 427.6
l" 0.5

4606 MOORPAR 427.1
0.7

CP LAS POSAS 426.4
(Jet. UP SantaBarbara Sub,MP 423.1)

(36.2)
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VENT SUBDMSION

MAMU AUTHORIED SPEED FOR TRAS
Between CP Las Posas and CP Burbank Jet. 

MP Loation Mai MT1 MT2
Between Passenger Freight Passenger Freight Passenger Freight

426.4 and 429.4 70 60
429.4 and 429.8 53# 48
429.8 and 431.7 73# 60
431.7 and 432.1 70# 60
432.1 and 434.3 73# 60
434.3 and 437.7 79 60
437.7 and 438.0 60# 40
438.0 and 440.0 70# 40
440.0 and 440.9 60# 40
440.9 and 44 1.2 50# 40
441.2 and 442.6 50 40
442.6 and 44.5 40 40
44.5 and 453.1 70# 40
453.1 and 456.0 70 40 79 40
456.0 and 456.1 70 40 70 40
456.1 and 462.4 79 40 70 40
462.4 and 462.6 .35# 30 40# 35

Note #: Refer to page AS-11 for Equipment and Wind Resctions.
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Location Passenger Freight
Controlled Siding CP Las Posas - CP Colonia:

CP Las Posas, MP 426.4: Thugh tuout 45 40
MP 426.4 and MP 427.6 45 40
CP Colonia, MP 427.6: Though tuout 45 40

Controlled Siding CP Madera- CP Strathearn:
CP Madera, MP 431.1: Thugh tuout 45 40
MP 431.1 and MP 432.9 60 40
CP Strathearn, MP 432.9: Though tuout 45 40

Controlled Sidig CP Santa Susana - CP Davi:
CP Santa Susana, MP 439.2: ThouJituout 45 40
MP 439.2 and MP 440.8 45 40
CP Davi, MP440.8: Though tuout 45 40

Controlled Siding CP Topanga - CP Bernson:
CP Topaii2a, MP 44.4: ThouJi tuout 45 40
MP 44.4 and MP 44.8 45 40
CP Bernson, MP 446.8: Thugh tuout . 45 40

CPRaymer, MP 453.1: Thugh tuout 45 40
CP ElJer, MP 453.7: Thugh crossver 25 . 25
CP Wooman, MP 456.1:
ThOUM crossover betwee No.1 MT and No.2 MT 45 40
ThuJi crossover betwee Geco Le and No. i MT 10 10
CP Lockheed, MP460.8: Thugh crssover 45 40
Al other trcks, crossovers and tuouts 10 10

VENT SUBDMSION

OTHER MA SPEEDS
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VENT SUBDMSION

SPECIA INSTRUCTIONS

Rule 1.14 Other Railroads

Hours of Peak Commuter Passenger Servce: Weekdays from 5:00AM until 9:00AM
and from 4:00PM until 9:00PM. Though freight tr movig in the predomiate

diection of Metro li ~ommuter serce must have sufcient motive power to maita
designated freight trai spee over the subdvision to asure no delay to scheduled

Metroli trai. Ony scheduled though freight tr movig in the predomite
diection are allowed in the hour of the Peak Commuter Perod.

Prior to enterg or durg movement on Ventu Sub, UPRR crews must imediately
notify the trai dispatcher of any anticipated delay tht would prevent their ~ from
maitag designated tietable freight trai speed. .

Metrolik Servce Tracks: MP Location:

Moorpark Layover Yard* 427.0
· Use for other tha passenger train storage must be coordinated with Chief Diatcher.
Setout Spur. . 439.6
Setout Spur. . 440.4
Old Buran Brach Stub 44.1
Traks may be used for deliver, storage, loadg onmloadg of SCR materal or non-
revenue car and for emergency set outs of defective ca.

Traks usoo for freight deliver may be used for SCR maeral movements, ifaranged
so as not to interere with freight trc, and for emergency set outs of defective car.

Rule 1.20 Location of Close Clearances

MP Location
44 1.2 to 442.6 .
442.9 to 443.1.
443.9 to 44.0 .

Description
Tunel No. 26 (7369 Ft.)
Tunel No. 27 (924 Ft.)
Tunel No. 28 (537 Ft.)

NOTE: . Employees are prohibited from ridig on side of equipment in Tunel NO..26.

Rule 1.43 Stopped In Tunnels

Lights have been intaled in Tunel No. 26. The~e lights may be operated by the Ventu
Subdivision dispatcher or operated manualy in the field.

To operte manualy, use light switches intaled at each portal and thee (3) other locations
approxiately 1800 ft. apar on the nort side with the tuel, secured with Metroli
switch locks.

These lights may be on for ralroad puroses (Le. inect tr stopped in the tuel,

inspect track, when necessar to assist passengers evacuate a tr etc.).

If encounterig lights on in the tuel, crew must notify the trai dispatcher.
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VENT SUBDMSION

Rule 2.16 Assigned Radio Frequencies

Radio chanel 2929 will be used on Ventua Sub.

Rule 6.26 Track Assignments

Two mai trcks between CP Raymer and CP Burban Jet. are designated from nort to
south as No.1 Trak and No.2 Track.

Track located nort of No. 1 Track with the lits of CP Woodman MP 456. i is
identified as Gemeo Lead.

Rule 6.29.1 Trackside Detectors

MP Location Type Traek( s)
434.3 DE w/o axle count Mai
437.4 lI & DE w/axle count Mai
44.5 DE w/oaxle count Mai
451.3 lI & DE w/axe count Mai

NOTE: The higbde load detectors at MP 7.8 on the Valey Sub. protect Tune126, MP
442.6 on Ventu Sub. Afer inection, freight ca identied by reaout must be set out of
wesard tr prior to reachig these tuels unes otheise incted by the tr
dispatcher.

Rule 6.30 Receivig or Discharg Passengers

Burbank-Bob Hope Aiort Chatswort and Moorpark: When a pasenger tr is
reeivig or dischagig passenger on either trk, another tr or piece of equipment

must std clea of the platorm unti tr in the sttion advises that sttion work ha been

completed and that it is sae to proceed. .
Rule 6.32.6 Blockig Public Crossings

When stoppe between CP Santa Susan MP 439.2, and CP Davis, MP 440.8, tr must

not block Katherie Rd., MP 439.7.

Rule 8.20 Derai Location and Position

Moorpark: Except when protectig equipment in layover facility, the two (2) split derals
must be lied and locked in the non-deralig position.

Rule 9.11.1 Block Signals with "P" Plates

WW
Signal No.

4295
Protection Aforded

Hi Water Detector, Bridge, MP 429.26

EWD
Si al No.

CP Colonia

Timetable No.5 VN-5



VENT SUBDMSION

Rule 10.0 CTC Limits

CTC is in effect on mai tracks and controlled sidigs between west lits CP Las Posas
and CP Burban Jet.

Rule 15.1 Track Bulletis

Metroli crews may use the trk warant received for scheduled tr for deadhead

movement between CP Burban Jet. and CP Woodan If deadhead being handled is
dierent from that addressed on trk wart, change of address is not requied.
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