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Improvements, Geometry, and Signage
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Overview

• Highway improvements
• Highway geometry and alignment
• Signage and markings
• Highway user metrics
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Improvements
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NY-7

I-88
NY-30

NY-30A

NY-30

• 1977 northern leg to 
NY-7 realigned

• 2011 intersection with 
NY-30A realigned, 
creating T-intersection



Alignment
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NY-7

I-88

NY-30

NY-30A

NY-30

• 4 curves or changes in 
horizontal alignment

• 13 changes in vertical 
grade

• Downward grade of     
5-11% extended over   
1 mile 



Highway Signage
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• Speed limit
• Intersection control
• Vertical grade (hill) 

warnings
• Curve warnings
• Truck restriction
• Compliant with no 

deficiencies



Highway Metrics
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• Annual Average Daily Traffic (2016):                    
650 vehicles northbound / 707 southbound

• 85th percentile speed (2018): 58 mph
• 5-year crash history: 4 property damage collisions 

at intersection, 7 crashes on NY-30 north of 
intersection



Summary
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• Earlier improvements provided better sight lines and 
safety at the NY-30/NY-30A intersection

• Entire highway segment was adequately and 
appropriately marked and signed

• No highway deficiencies were observed
• Highway metrics, including crash data, revealed no 

issues
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