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We are all moving to FANS/PBN



This is a Global challenge – eTOD for all!
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AIXM!



New International Mandates for FANS:



FAA & ICAO differ in eTOD criteria

FAA ICAO



We will map 400+ Major Commercial US Airports by 2015

Area‐2 VO Criteria: Complete by 2015



Section A‐A’ = Along Runway extended centerline
Section B‐B’ = across Runway extended centerline

Area‐2 VO Criteria: Collect what VO size?
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Now ‐ Both OIS – KSPS 15R/33L
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1. Understand your collection AOI 
requirements.

2. Understand your eTOD Criteria & 
formats.

3. Choose your collection method(s).
4. Choose Validation Sources
5. Begin with Bare Earth DEM
6. Ensure that Airport Features (Area‐3) 

and eTOD Features (Area‐2) have a 
single position solution.

7. Define & Implement your Obstacle 
Maintenance Plan.

How to acquire Obstacles and Terrain?







What are the collection methods?
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Satellite LIDAR SAR/IF‐SAR Aerial





An real‐world example – KSAN:

Project title (Insert, Header & Footer)11



• Must understand difference 
between man‐made and 
natural

• Ensuring placement of 
Point(s) onto DEM to 
identify Base & Height.

• Correct identification of top 
of trees.

• Choice of highest elevation 
within groupings of points.

• For KSAN – 2,763 Points

Point Obstacle Challenges



• Must understand difference 
between man‐made and natural.

• Ensuring placement of Line(s)  
onto DEM to identify Base & 
Height.

• Must integrate powerline towers 
(Points) with powerlines (Line)

• Must choose clumps of trees 
between line features and 
polygonal features.

• For KSAN – 483 Lines

Line Obstacle Challenges



Polygonal Obstacle Challenges

• Must understand difference between 
man‐made structures and natural 
terrain.

• Ensuring placement of Polygon(s) 
onto DEM to identify Base & Height.

• Must choose clumps of trees between 
line features and polygonal features.

• Must understand highest point within 
a polygon – clumps of buildings, 
clumps of trees, terrain that 
protrudes.

• For KSAN – 3,177 Polygons.



Some Conclusions from people who do this!

Things to keep in mind when acquiring this type of data:
• Understand all the collection technology available, and don’t 

make assumptions about technologies that you are less 
familiar with.

• Understand what AIXM means to provide a single, global 
“lingua franca” for Aeronautical Information Exchange

• Understand how to validate or cross‐reference your 
collected data with published sources, and how you intend 
to resolve differences.

• Understand how you intend to maintain this data once you 
have collected it the first time – FOREVER.
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THANK YOU!


